FOR VALVES INSTALLED OUTSIDE FOR VALVES INSTALLED IN PAVEMENT
OF PAVEMENT. ~CONSTRUCT 18" SET VALVE BOX TO GRADE REQUIRED
SQ. x 6 THICK CONCRETE COLLAR BY CITY/COUNTY OR STATE AGENCY.

AND SET 2" ABOVE GRADE.
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STANDARD 6" ROADWAY VALVE BOX
WITH WIDE OVAL BASE TYLER 6870,
OR EQUAL.

4", 6", OR 8" PVC PIPE SLEEVE
TO PREVENT BEDDING FROM
BLOCKING ACCESS TO OPERATOR.

IF GREATER THAN 5'-0"

PROVIDE OPERATING
NUT AND 1 1/4"
EXTENSION SHAFT WITH
CENTERING RING. SEE

NOTE 3. WIDE OVAL BASE SHALL NOT
REST ON PVC PIPE SLEEVE.
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NOTES: NOT TO SCALE

1. THIS DETAIL IS FOR BUTTERFLY VALVE INSTALLATIONS 20-INCHES IN DIAMETER OR SMALLER.

2. CARE SHALL BE TAKEN WHEN INSTALLING VALVES TO ASSURE PROPER SUPPORT OF THE VALVE.
THE AUTHORITY MAY REQUIRE 3/4" CRUSHED ROCK TO BE INSTALLED UNDER THE VALVE TO
PROVIDE PROPER SUPPORT.

3. VALVES SHALL NOT BE PLACED IN CONCRETE CROSS PANS.

4. OPERATING NUTS SHALL NOT BE SET CLOSER THAN THREE (3) FEET TO FINAL GRADE OR DEEPER
THAN FIVE (5) FEET FROM FINAL GRADE. OPERATOR EXTENSIONS SHALL BE CONNECTED TO
VALVE OPERATOR USING SET SCREW.

5. BUTTERFLY VALVE AND OPERATOR SHALL BE POLYETHYLENE WRAPPED.
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